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EC-TYPE-EXAMINATION CERTIFICATE

(Translation)

Equipment and Protective Systems Intended for Use in
Potentially Explosive Atmospheres - Directive 94/9/EC

EC-type-examination Certificate Number:

PTB 04 ATEX 1087 X

Equipment: Cable gland, type DQM-I_

Manufacturer: China-Warom Explosionproof Electric Co. LTD,

Address: Houjie Industry Zone, Liushi, Yuequing, Zhejiang, 325604
China

This equipment and any acceptable variation thereto are specified in the schedule to this certificate and
the documents therein referred to.

The Physikalisch-Technische Bundesanstalt, notified body No. 0102 in accordance with Article 8 of the
Council Directive 94/9/EC of 23 March 1994, certifies that this equipment has been found to comply with
the Essential Health and Safety Requirements relating to the design and construction of equipment and
protective systems intended for use in potentially explosive atmospheres, given in Annex Il to the
Directive.

The examination and test results are recorded in the confidential report PTB Ex 05-14277.

Compliance with the Essential Health and Safety Requirements has been assured by compliance with:
EN 50014:1997 + A1 + A2 EN 50019:2000

If the sign "X" is placed after the certificate number, it indicates that the equipment is subject to special
conditions for safe use specified in the schedule to this certificate.

This EC-type-examination Certificate relates only to the design, examination and tests of the specified
equipment in accordance to the Directive 94/9/EC. Further requirements of the Directive apply to the
manufacturing process and supply of this equipment. These are not covered by this certificate.

The marking of the equipment shall include the following:
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EC-type-examination Certificates without signature and official stamp shall not be valid. The certificates may be circulated
only without alteration. Extracts or alterations are subject to approval by the Physikalisch-Technische Bundesanstalt.
In case of dispute, the German text shall prevail.
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SCHEDULE
EC-TYPE-EXAMINATION CERTIFICATE PTB 04 ATEX 1087 X

Description of equipment

The cable entry type DQM-I_ is made of plastic material (PAG6). It is used for permanently wired
cables entering electrical equipment of Increased Safety "e" type of protection.

The cable entry is installed in enclosures with through-holes or threaded holes. In the case of
through-holes, lock planks are used for attachment.

The cable gland consists of the inlet with metric connection thread, nut, sealing circle and lock
plank.

Technical data
Connection thread size M16x1.5to MB3 x 1.5

Suited for cable diameters subject to nominal size,
between 4 mm and 48 mm

Suited for equipment of device group Il

with the mechanical risk level low
Minimum wall thickness 4 mm
Operating temperature range -20 °C to +40 °C

Protection against contact, foreign bodies
and water at least IP 54 according to EN 60529

Test report PTB Ex 05-14277

Special conditions for safe use

Only permanently wired cables may be entered. The user shall provide for the required strain
relief,

The cable entries may be used only in places where they are protected against the influence of
mechanical danger.

Essential health and safety requirements

Met by compliance with the aforementioned Standards
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